




https://products.burkert.com/?medium=datasheet&type=2300&id=213712
https://products.burkert.com/?medium=datasheet&type=2300&id=213763
https://products.burkert.com/?medium=datasheet&type=2300&id=213713
https://products.burkert.com/?medium=datasheet&type=2300&id=213764
https://products.burkert.com/?medium=datasheet&type=2300&id=213714
https://products.burkert.com/?medium=datasheet&type=2300&id=213765
https://products.burkert.com/?medium=datasheet&type=2300&id=213715
https://products.burkert.com/?medium=datasheet&type=2300&id=213766
https://products.burkert.com/?medium=datasheet&type=2300&id=213716
https://products.burkert.com/?medium=datasheet&type=2300&id=213767
https://products.burkert.com/?medium=datasheet&type=2300&id=213718
https://products.burkert.com/?medium=datasheet&type=2300&id=213768
https://products.burkert.com/?medium=datasheet&type=2300&id=245405
https://products.burkert.com/?medium=datasheet&type=2300&id=229276
https://products.burkert.com/?medium=datasheet&type=2300&id=213719
https://products.burkert.com/?medium=datasheet&type=2300&id=213769
https://products.burkert.com/?medium=datasheet&type=2300&id=245406
https://products.burkert.com/?medium=datasheet&type=2300&id=225395
https://products.burkert.com/?medium=datasheet&type=2300&id=213720
https://products.burkert.com/?medium=datasheet&type=2300&id=213770
https://products.burkert.com/?medium=datasheet&type=2300&id=223307
https://products.burkert.com/?medium=datasheet&type=2300&id=223310
https://products.burkert.com/?medium=datasheet&type=2300&id=203500
https://products.burkert.com/?medium=datasheet&type=2300&id=206230
https://products.burkert.com/?medium=datasheet&type=2300&id=213697
https://products.burkert.com/?medium=datasheet&type=2300&id=213708
https://products.burkert.com/?medium=datasheet&type=2300&id=239487
https://products.burkert.com/?medium=datasheet&type=2300&id=239503
https://products.burkert.com/?medium=datasheet&type=2300&id=213722
https://products.burkert.com/?medium=datasheet&type=2300&id=223313
https://products.burkert.com/?medium=datasheet&type=2300&id=213721
https://products.burkert.com/?medium=datasheet&type=2300&id=223314
https://products.burkert.com/?medium=datasheet&type=2300&id=213723
https://products.burkert.com/?medium=datasheet&type=2300&id=223315
https://products.burkert.com/?medium=datasheet&type=2300&id=213724
https://products.burkert.com/?medium=datasheet&type=2300&id=223316
https://products.burkert.com/?medium=datasheet&type=2300&id=213725
https://products.burkert.com/?medium=datasheet&type=2300&id=223317
https://products.burkert.com/?medium=datasheet&type=2300&id=213726
https://products.burkert.com/?medium=datasheet&type=2300&id=223318
https://products.burkert.com/?medium=datasheet&type=2300&id=213727
https://products.burkert.com/?medium=datasheet&type=2300&id=223319
https://products.burkert.com/?medium=datasheet&type=2300&id=213728
https://products.burkert.com/?medium=datasheet&type=2300&id=223320
https://products.burkert.com/?medium=datasheet&type=2300&id=203510
https://products.burkert.com/?medium=datasheet&type=2300&id=223321
https://products.burkert.com/?medium=datasheet&type=2300&id=239495
https://products.burkert.com/?medium=datasheet&type=2300&id=239511
https://products.burkert.com/?medium=datasheet&type=2300&id=213729
https://products.burkert.com/?medium=datasheet&type=2300&id=213771
https://products.burkert.com/?medium=datasheet&type=2300&id=213730
https://products.burkert.com/?medium=datasheet&type=2300&id=213772
https://products.burkert.com/?medium=datasheet&type=2300&id=213731
https://products.burkert.com/?medium=datasheet&type=2300&id=213773
https://products.burkert.com/?medium=datasheet&type=2300&id=213732
https://products.burkert.com/?medium=datasheet&type=2300&id=213774
https://products.burkert.com/?medium=datasheet&type=2300&id=213733
https://products.burkert.com/?medium=datasheet&type=2300&id=213775
https://products.burkert.com/?medium=datasheet&type=2300&id=213734
https://products.burkert.com/?medium=datasheet&type=2300&id=213776
https://products.burkert.com/?medium=datasheet&type=2300&id=465032
https://products.burkert.com/?medium=datasheet&type=2300&id=464364
https://products.burkert.com/?medium=datasheet&type=2300&id=213736
https://products.burkert.com/?medium=datasheet&type=2300&id=213777
https://products.burkert.com/?medium=datasheet&type=2300&id=465033
https://products.burkert.com/?medium=datasheet&type=2300&id=464365
https://products.burkert.com/?medium=datasheet&type=2300&id=213737
https://products.burkert.com/?medium=datasheet&type=2300&id=213778
https://products.burkert.com/?medium=datasheet&type=2300&id=223308
https://products.burkert.com/?medium=datasheet&type=2300&id=223311
https://products.burkert.com/?medium=datasheet&type=2300&id=203537
https://products.burkert.com/?medium=datasheet&type=2300&id=206239
https://products.burkert.com/?medium=datasheet&type=2300&id=213699
https://products.burkert.com/?medium=datasheet&type=2300&id=213709
https://products.burkert.com/?medium=datasheet&type=2300&id=239488
https://products.burkert.com/?medium=datasheet&type=2300&id=239504
https://products.burkert.com/?medium=datasheet&type=2300&id=213738
https://products.burkert.com/?medium=datasheet&type=2300&id=223322
https://products.burkert.com/?medium=datasheet&type=2300&id=213739
https://products.burkert.com/?medium=datasheet&type=2300&id=223323
https://products.burkert.com/?medium=datasheet&type=2300&id=213740
https://products.burkert.com/?medium=datasheet&type=2300&id=223324
https://products.burkert.com/?medium=datasheet&type=2300&id=213741
https://products.burkert.com/?medium=datasheet&type=2300&id=223325
https://products.burkert.com/?medium=datasheet&type=2300&id=213742
https://products.burkert.com/?medium=datasheet&type=2300&id=223326
https://products.burkert.com/?medium=datasheet&type=2300&id=213743
https://products.burkert.com/?medium=datasheet&type=2300&id=223327
https://products.burkert.com/?medium=datasheet&type=2300&id=213744
https://products.burkert.com/?medium=datasheet&type=2300&id=223328
https://products.burkert.com/?medium=datasheet&type=2300&id=213745
https://products.burkert.com/?medium=datasheet&type=2300&id=223329
https://products.burkert.com/?medium=datasheet&type=2300&id=203546
https://products.burkert.com/?medium=datasheet&type=2300&id=223330
https://products.burkert.com/?medium=datasheet&type=2300&id=239486
https://products.burkert.com/?medium=datasheet&type=2300&id=239512


https://products.burkert.com/?medium=datasheet&type=2300&id=213746
https://products.burkert.com/?medium=datasheet&type=2300&id=213779
https://products.burkert.com/?medium=datasheet&type=2300&id=213747
https://products.burkert.com/?medium=datasheet&type=2300&id=213780
https://products.burkert.com/?medium=datasheet&type=2300&id=213748
https://products.burkert.com/?medium=datasheet&type=2300&id=213781
https://products.burkert.com/?medium=datasheet&type=2300&id=213749
https://products.burkert.com/?medium=datasheet&type=2300&id=213782
https://products.burkert.com/?medium=datasheet&type=2300&id=213750
https://products.burkert.com/?medium=datasheet&type=2300&id=213783
https://products.burkert.com/?medium=datasheet&type=2300&id=213751
https://products.burkert.com/?medium=datasheet&type=2300&id=213784
https://products.burkert.com/?medium=datasheet&type=2300&id=245407
https://products.burkert.com/?medium=datasheet&type=2300&id=245438
https://products.burkert.com/?medium=datasheet&type=2300&id=213752
https://products.burkert.com/?medium=datasheet&type=2300&id=213785
https://products.burkert.com/?medium=datasheet&type=2300&id=245408
https://products.burkert.com/?medium=datasheet&type=2300&id=245439
https://products.burkert.com/?medium=datasheet&type=2300&id=213753
https://products.burkert.com/?medium=datasheet&type=2300&id=213786
https://products.burkert.com/?medium=datasheet&type=2300&id=223309
https://products.burkert.com/?medium=datasheet&type=2300&id=223312
https://products.burkert.com/?medium=datasheet&type=2300&id=203555
https://products.burkert.com/?medium=datasheet&type=2300&id=206249
https://products.burkert.com/?medium=datasheet&type=2300&id=213700
https://products.burkert.com/?medium=datasheet&type=2300&id=213710
https://products.burkert.com/?medium=datasheet&type=2300&id=239489
https://products.burkert.com/?medium=datasheet&type=2300&id=239506
https://products.burkert.com/?medium=datasheet&type=2300&id=213755
https://products.burkert.com/?medium=datasheet&type=2300&id=223331
https://products.burkert.com/?medium=datasheet&type=2300&id=213756
https://products.burkert.com/?medium=datasheet&type=2300&id=223332
https://products.burkert.com/?medium=datasheet&type=2300&id=213757
https://products.burkert.com/?medium=datasheet&type=2300&id=223333
https://products.burkert.com/?medium=datasheet&type=2300&id=213758
https://products.burkert.com/?medium=datasheet&type=2300&id=223334
https://products.burkert.com/?medium=datasheet&type=2300&id=213759
https://products.burkert.com/?medium=datasheet&type=2300&id=223335
https://products.burkert.com/?medium=datasheet&type=2300&id=213760
https://products.burkert.com/?medium=datasheet&type=2300&id=223336
https://products.burkert.com/?medium=datasheet&type=2300&id=213761
https://products.burkert.com/?medium=datasheet&type=2300&id=223337
https://products.burkert.com/?medium=datasheet&type=2300&id=213762
https://products.burkert.com/?medium=datasheet&type=2300&id=223338
https://products.burkert.com/?medium=datasheet&type=2300&id=203564
https://products.burkert.com/?medium=datasheet&type=2300&id=223339
https://products.burkert.com/?medium=datasheet&type=2300&id=239497
https://products.burkert.com/?medium=datasheet&type=2300&id=239513




http://www.buerkert.com/COM/search.php?type=8692&SearchText=8692
http://www.buerkert.com/COM/search.php?type=8693&SearchText=8693
http://www.buerkert.com/COM/search.php?type=8694&SearchText=8694


http://www.buerkert.com/COM/search.php?type=8792&SearchText=8792
http://www.buerkert.com/COM/search.php?type=8793&SearchText=8793
http://www.buerkert.com/COM/search.php?type=8696&SearchText=8696








p. 11/12

2300 thread 
System Continuous 
ELEMENT 8802-YG

 

= mandatory fields to fill out Quantity Required delivery date

Company Contact person

Customer no. Department

Address Tel./Fax

Postcode/town E-mail

Valve system Continuous ELEMENT Type 8802-YG - Request for quotation
Please fill out and send to your nearest Bürkert facility* with your inquiry or order

Note

You can fill out 

the fields directly 

in the PDF file 

before printing 

out the form.

Operating data
Pipe line 

Process medium

DN PN

Pipe material 

Type of medium Liquid Steam Gas

Temperature at valve inlet T1

Standard density
Max. sound level accepted

min standard max unit
Flow rate (Q, QN, W) 1)

Absolute pressure at valve inlet P1
Absolute pressure at valve outlet P2

Steam pressure Pv
Kinematic viscosity (ν)
Dynamic viscosity (η)

mm2/s or cSt 
mPa.s or cP 

Kg/m3

dB (A) 1) standard unit: Liquid Q = m3/h; Steam W = kg/h; Gas Qn = nm3/h

Type of media Liquid Steam Gas Valve features
PTFE/Stainless steel Stainless steel/Stainless steelPlug seal material

Nominal pressure PN
Orifice DN

Threaded Welded ClampType of connection

ISO DIN OtherStandard connection

NC2) NO2)Control function

2) NC: normally closed by spring action; NO: normally open by spring action

Please specify article no. if known:

Comments

*To find your nearest Bürkert facility, click on the orange box  www.burkert.com
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2300 thread 
System Continuous 
ELEMENT 8802-YG

Valve system Continuous ELEMENT Type 8802-YG - Request for quotation, continued

 

 

Control unit features

Positioner 
TopControl  
Type 8692

Process  
Controller 
TopControl  
Type 8693

For actuator sizes 70/90/130 mm

For actuator size 50 mm

Positioner TopControl  
Basic Type 8694

Mehr 

Infos
Mehr 

Infos
Mehr 

Infos

Positioner TopControl 
Basic Type 8696

Pneumatic function

Please specify article no. if known:

Single-acting

Mehr 

Infos

Feedback

4 - 20 mA

Pilot air ports

Push-in connector external  
Ø 6 mm or ¼"

Thread G ⅛"

Pneumatic function

Single-acting

Please specify article no. if known:

Feedback

4 - 20 mA

Pilot air ports

Push-in connector external  
Ø 6 mm or ¼"

Thread G ⅛"

Electrical connection

Cable gland

Multipol connection

Please specify article no. if known:

Positioner SideControl Remote 
Type 8792 

Process Controller SideControl 
Remote Type 8793

Mehr 

Infos

Mehr 

Infos

Please specify article no. if known:

Pneumatic function

Single-acting Double-acting

Communication

Electrical connection

Profibus DeviceNet

Cable gland Multipol connection

Feedback

Initiator

4 - 20 mA 4 - 20 mA + 2 binary outputs

Initiator

Power supply 24 V DC

 Without

 Profibus DPV1

Communication

Feedback

Analogue feedback + 2 binary outputs

2 binary outputs

Electrical connection

Cable gland Multipol connection

In case of special application conditions,
please consult for advice.

Subject to alteration.
© Christian Bürkert GmbH & Co. KG 1802/7_EU-en_00895150
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	company: 
	contactperson: 
	customerno: 
	department: 
	address: 
	tel/fax: 
	postcode: 
	e-mail: 
	quantity: 
	delivery date: 
	Pipe line DN: 
	Pipe line PN: 
	Pipe material: 
	Process medium: 
	Type of media 1: Off
	Type of media 2: Off
	Type of media 3: Off
	Flow rate min: 
	Flow rate standard: 
	Flow rate max: 
	Flow rate unit: 
	Temp valve inlet min: 
	Temp valve inlet standard: 
	Temp valve inlet max: 
	Temp valve inlet unit: 
	Absolute pressure valve inlet min: 
	Absolute pressure valve inlet standard: 
	Absolute pressure valve inlet max: 
	Absolute pressure valve inlet unit: 
	Absolute pressure valve inlet 2 min: 
	Absolute pressure valve inlet 2 standard: 
	Absolute pressure valve inlet 2 max: 
	Absolute pressure valve inlet 2 unit: 
	Steam pressure 1: 
	Steam pressure 2: 
	Steam pressure 3: 
	Steam pressure 4: 
	Kinematic viscosity: 
	Dynamic viscosity: 
	Standard density: 
	Max: 
	 sound level: 

	Plug seal material PTFE/ST: Off
	Plug seal material ST/ST: Off
	Nominal pressure: 
	Orifice: 
	Type of connection 1: Off
	Type of connection 2: Off
	Type of connection 3: Off
	Standard connection 1: Off
	Standard connection 2: Off
	Standard connection 3: Off
	Standard connection other: 
	Control function NC: Off
	Control function NO: Off
	Item no: 
	 Valve: 
	 8696: 

	Comments: 
	reset: 
	8692: Off
	8692 more info: 
	8693: Off
	8693 more info: 
	8694 more info: 
	8792: Off
	8792 more info: 
	8793: Off
	8694: Off
	8793 more info: 
	8692/93 single-acting: Off
	8692/93 double-acting: Off
	8694 single-acting: Off
	8792/93 comm without: Off
	8692/93 comm profibus: Off
	8692/93 comm devicenet: Off
	8694 pilot air ports push-in conn: Off
	8792/93 comm profibus: Off
	8694 pilot air ports thread: Off
	8692/93 electrical conn cable gland: Off
	8692/93 electrical conn multipol: Off
	8792/93 feedback analogue: Off
	8792/93 feedback 2 binary outputs: Off
	8694 electrical conn cable gland: Off
	8692/93 feedback 4-20: Off
	8692/93 feedback 4-20+2 binary outputs: Off
	8694 electrical conn multipol: Off
	8792/93 electrical conn cable gland: Off
	8792/93 electrical conn multipol: Off
	8692/93 initiator: Off
	8694 feedback: Off
	item no 1: 
	item no 2: 
	item no 5: 
	Type 8696: Off
	8696: 
	Type 8696 single-acting: Off
	8696 pilotairports Push-in connector: Off
	8696 pilotairports Thread: Off
	8696 Feedback 4-20 mA: Off


